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DESCRIPTION 
Duct reducers are manufactured  
using standard or 26 gauge galvanized steel.   
 
APPLICATIONS 
Connects pipe of different diameters where air  
flows from larger into smaller diameter pipe. 
 
FEATURES AND BENEFITS  

 Riveted construction 
 Full automated assembly ensures consistency 
 Available in Crimped or Un-Crimped 
 Union made 
 Made in Canada 

 
PRODUCT DATA 
Reducers are available in the following sizes:  
Diameter 
(inches) 

Crimped Plain STD Diameter 
(inches) 

Crimped Plain SD 

4 – 3 • • • 9 – 5 • •  
5 – 4 • • • 9 – 4   •  
5 – 3 • • • 9 – 3   •  
6 – 5 • • • 9 – 6 • •  
6 – 4 • • • 9 – 7 • •  
6 – 3   •  10 – 6  • •  
7 – 6 • • • 10 - 5  •  
7 – 5 • • • 10 – 7  • •  
7 – 4   •  10 – 8  • • • 
7 - 3  •  10 – 9  • •  
8 – 7 • • • 12 – 10  • •  
8 – 3    •  12 – 6  • •  
8 – 4 • •  12 – 7  •   
8 – 5 • •  12 – 8 • •  
8 – 6 • • • 12 – 9  • •  
9 - 8 • •  14 – 10 • •  
    14 – 12  • •  
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