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TROUSSE DE DOUBLURE DE CHEMINEE - CVC

UTILISATION

- Pour le doublage de cheminées en magonnerie existantes pour

appareils au gaz naturel ou propane .
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Article Description Code UOM  Qté. Bte.

FCLK325HV 3po x 25Pi FCL TROUSSE CVC EA 1

FCLK330HV (M) 3po x 30Pi FCL TROUSSE CVC EA 1

FCLK335HV 3po x 35Pi FCL TROUSSE CVC EA 1

FCLK420HV (M) 4po x 20Pi FCL TROUSSE CVC EA 1

FCLK425HV 4po x 25Pi FCL TROUSSE CVC EA 1

FCLK430HV 4po x 30Pi FCL TROUSSE CVC EA 1

FCLK435HV 4po x 35Pi FCL TROUSSE CVC EA 1

FCLK440HV (M) 4po x 40Pi FCL TROUSSE CVC EA 1

FCLK445HV (M) 4po x 45Pi FCL TROUSSE CVC EA 1

FCLK520HV (M) 5po x 20Pi FCL TROUSSE CVC EA 1

FCLK525HV 5po x 25Pi FCL TROUSSE CVC EA 1

FCLK530HV (M) 5po x 30Pi FCL TROUSSE CVC EA 1

FCLK535HV 5po x 35Pi FCL TROUSSE CVC EA 1

FCLK540HV (M) 5po x 40Pi FCL TROUSSE CVC EA 1

FCLK5525HV (M) 5 1/2po x 25Pi FCL TROUSSE CVC ~ EA 1

FCLK5530HV (M) 5 1/2po x 30Pi FCL TROUSSE CVC ~ EA 1

FCLK5535HV (M) 5 1/2po x 35Pi FCL TROUSSE CVC ~ EA 1

FCLK5540HV (M) 5 1/2po x 40Pi FCL TROUSSE CVC ~ EA 1

FCLK620HV (M) 6po x 20Pi FCL TROUSSE CVC EA 1

FCLK625HV (M) 6po x 25Pi FCL TROUSSE CVC EA 1

FCLK630HV (M) 6po x 30Pi FCL TROUSSE CVC EA 1

FCLK635HV (M) 6po x 35Pi FCL TROUSSE CVC EA 1

FCLK640HV (M) 6po x 40Pi FCL TROUSSE CVC EA 1

FCLK725HV (M) 7po x 25Pi FCL TROUSSE CVC EA 1

FCLK735HV (M) 7po x 35Pi FCL TROUSSE CVC EA 1

FCLK820HV (M) 8po x 20Pi FCL TROUSSE CVC EA 1

FCLK825HV (M) 8po x 25Pi FCL TROUSSE CVC EA 1

FCLK835HV (M) 8po x 35Pi FCL TROUSSE CVC EA 1
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